
MAN-01011 

visit our website www.shelbourne.com 

Shelbourne Header 

Cvs -Rvs -Rsd  

 

OPERATORS & SETUP MANUAL 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Shelbourne Reynolds Inc. 
Colby PO box 607 
1250 S Country Club Drive 
Colby , Kansas 67701 
U.S.A. 
Telephone: (785) 462 6299 
Fax:  (785) 462 6761 
 
Shelbourne Reynolds Engineering Ltd  
Stanton 
Bury St Edmunds 
Suffolk  IP31 2AR 
England 
Telephone: (01359) 250415  (Stores direct (01359) 251231)     ISSUE  7 
Fax:  (01359) 250464  (Stores direct (01359) 252031)  23.2.2010



 

 

MACHINE IDENTIFICATION 
 
SHELBOURNE HEADER SERIAL NUMBER        

 

SHELBOURNE HEADER MACHINE NUMBER       

 

ADAPTOR PLATE ASSEMBLY    ___________________________ 

 

DRIVE KIT             

 

HYDRAULIC FITTING KIT           

 

OPTIONAL KITS ______________________________________________________ 
 

The following manuals can be ordered from your Shelbourne Reynolds dealer or 
downloaded from the Support Centre section of the Shelbourne Reynolds website 

 

www.shelbourne.com 
 
SHELBOURNE HEADER PARTS MANUAL        
 
PRE-DELIVERY & SETUP MANUAL   MAN-01905 
 

DRIVE & ADAPTOR PLATE MANUALS  Massey Ferguson  MAN-03172 

Claas / CAT   MAN-03173 

John Deere   MAN-03174 

New Holland  MAN-03175 

Laverda   MAN-03176 

Gleaner / Challenger MAN-03177 

Case IH   MAN-03178 
 
Use the following procedure to ensure the correct parts are ordered for the machine 
 
ALWAYS QUOTE THE MACHINE AND SERIAL NUMBERS WHEN ORDERING SPARE PARTS 

 
Refer to the front pages of the parts list section (machine assemblies) and select the correct 
machine assembly, matching the machine number above. 
 
Use the sub assembly numbers and descriptions to find the area of the machine that your part 
is required. Find the sub assembly parts listing using the sub assembly number. The number 
will be printed in the top left-hand corner; the sub-assemblies are in numerical order. The year 
of the machine may determine the correct sub assembly. 
 
Having found the correct parts list, you will find the corresponding drawing by either looking at 
the facing page or progressing through the manual to the next drawing. The drawings indicate 
the components by item numbers, which you will find, are repeated in the left-hand side of 
your parts listing, and therefore referring to the correct part. 

/sites/shelbourne.com/files/MAN-03172ISSUE6.PDF


 

 

PLEASE INITIAL APPROPRIATE COLUMN FOR EACH ITEM UNDERTAKEN 
 

Dealership Pre delivery Check List Checks OK Adjusted 

General Header appearance ?   

Is the Header set correctly for the Combine ?   

Additional Comments   

   

Name Date   

   

Dealership Installation Check List Checks OK Adjusted 

Is Combine set up for Header ?    

Install Header Monitor Kit into Combine.   

Check Adapter Plate.   

Install Header onto the Combine.   

Check the Auger is adjusted correctly.   

Ensure the Auger chain is tensioned correctly.   

Ensure the spare Pulley is fitted to RH end of header (RSD only).   

Remove the transport brackets from the Header.   

Ensure the Header is greased.   

Check Gearbox oil levels.    

Adjust skids.    

Install Crop dividers.   

Run up header, adjust rotor speed from minimum to maximum (CVS/RVS).   

Check Monitor works correctly.   

Check Marker Lights work correctly.   

Check Crop deflector works correctly, fully up and fully down.   

Customer Instruction   

Explain the correct setting & operation of the machine to the customer.   

Ensure the maintenance schedule is explained to the customer.   

Ensure the oil level, lubrication & grease points are indicated to the customer.   

Ensure all safety precautions & warning decals are explained to the customer   

Ensure the warranty policy is explained to the customer.   

Ensure that the operators manual is handed to the customer.   

Additional Comments   

   

   

Name Date   
 

For specific details please refer to the operators manual. 
 

 

 

Dealerôs pre-delivery/installation check 
IMPORTANT 
All items listed on the left must be checked, and adjusted if necessary. The person conducting the 
inspection should initial each item in the space provided, indicating whether or not adjustments were 
required. In event of additional work being needed, details should be given in the additional work / 
discrepancy box, located at the bottom of this sheet, or on a separate sheet if required. 
When the inspection is complete, THIS FORM MUST COPIED & RETURNED TO:- Shelbourne 
Reynolds Engineering within 21 days of the sale, otherwise the invoice date to the dealer will be 
deemed to be the start date for the warranty period. 

Dealer Signature:__________________________________________________________________ 
 
Print Name:___________________________________________Date:_______________________ 
 
Customers Signature:______________________________________________________________ 
 
Print Name:___________________________________________Date:_______________________ 
 

The purchasers signature certifies that the machine was delivered in a satisfactory condition and that 
adequate instruction was received as to its correct operation, safety requirements and maintenance 
as stated in the operators manual. 

This page must be faxed or e-mailed to Shelbourne Reynolds Engineering ltd. 
Fax No: - +44 (0)1359 250464.     E-mail: - warranty@shelbourne.com 

Dealer Pre-delivery / Installation and Warranty Registration ï Stripper header 

 

Dealer, Name:____________________________________________________________________ 

Address:_________________________________________________________________________ 

________________________________________________________________________________ 

_____________________________________________Post / Zip code______________________ 

Dealer Salesman Name:____________________________________________________________ 

Customer, Name:_________________________________________________________________ 

Address:_________________________________________________________________________ 

________________________________________________________________________________ 

______________________________________________Post / Zip code______________________ 

Tel no. Home / Office:_____________________________Mobile:____________________________ 

Additional work / discrepancies 

 

SERIAL NUMBER:_______________________MACHINE NUMBER:________________________ 
 

HEADER MODEL:_______________________COMBINE MODEL:__________________________ 



 

 

 

 

 

 



 

 

EC DECLARATION OF 

CONFORMITY 
 
 
 
MANUFACTURERS ADDRESS :   SHELBOURNE REYNOLDS ENGINEERING LTD. 
       SHEPHERDS GROVE INDUSTRIAL ESTATE, 
       STANTON, 
       BURY ST. EDMUNDS, 
       SUFFOLK. 
       IP31 2AR 
       ENGLAND. 
 
 
MACHINE SPECIFICATION :   MAKE :         Shelbourne Header 
 
       MODEL :       
 
       SERIAL NO.:    
 
 
DIRECTIVES COMPLIED WITH :   MACHINERY DIRECTIVE 98/37/EC 
 
 
 
APPLIED HARMONISED STANDARDS : BS EN 292 PART1 & 2 : 1991 
       BS EN 294 : 1992 
       BS EN 349 : 1993 
 
 
 
SHELBOURNE REYNOLDS SIGNATORY : 
 
 
 
 
 
 
 

ERIC TAYLOR 
OPERATIONS DIRECTOR 
 
 

PLACE : Stanton, England.   DATE :      
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O P E R A T O R S   M A N U A L 
 

C O N T E N T S 
 
Section 1 INTRODUCTION 
 
1.1   Foreword 
1.2   Improvements and changes 
1.3   Service Parts 
1.4   Machine Identification 
1.5   Warranty 
 
Section 2 SAFETY PROCEDURES 
 
2.1   Accident prevention 
2.2   Before starting the machine 
2.3   The machine in the field 
2.4   Leaving the machine 
2.5   Servicing the Shelbourne Header 
2.6   Header attachment and transportation 
 
Section 3 SPECIFICATION AND DESCRIPTION 
 
Section 4 TRANSPORTATION AND HEADER ATTACHMENT 
 
Section 5 PREPARATION AND ADJUSTMENTS FOR USE 
 
5.1   Header drive 
5.2   Concave setting 
5.3   Header lowering speed 
5.4   Combine front elevator dust cover 
5.5   Levelling the header 
5.6   Tilt adjustment and rotor clearance height 
5.7   Aligning header drive 
5.8   Auger fingers and flight extensions 
5.9   Header height indicator 
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          - Rice 
 
Section 6 FIELD ADJUSTMENTS AND OPERATION 
 
6.1   Crop dividers 
6.2   Header height 
6.3   Adjustable deflector 
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6.5   Tacho performance monitor 
6.6   Basic machine setting table 
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Section 7 ADJUSTMENTS AND MAINTENANCE 
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7.2   Auger position setting 
7.3   Auger finger angle 
7.4   Auger chain tensioning 
7.5   Header shearbolt mechanism 
7.6   Belt tensioning 
7.7   Vs drive belt positioning & adjustment 
7.8    Changing the Vs drive belt 
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7.13.  Input gearbox select gears 
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SECTION 1    I N T R O D U C T I O N 
 
 
1.1 
 
FOREWORD 
 
This manual will assist the operator in setting the Cvs/Rvs/Rsd Shelbourne Header and 
combine combination to give optimum throughputs and loss levels in particular crops 
and field conditions when used in conjunction with the combine manufacturers operators 
manual. 
 
The Shelbourne Header has been successfully tested in a wide range of crops and crop 
conditions in terms of throughput and crop recovery with a Shelbourne Header and 
combine combination, when compared against a conventional cutterbar and combine 
combination of similar size in the same crop and conditions. 
 

 
 
PATENTS 
 
The Cvs/Rvs/Rsd Shelbourne Header is protected by world-wide Patents: 
 
Developed jointly with Silsoe Research Institute, and manufactured under licence from 
British Technology Group under GB patent 2176685, and other British and foreign 
patents. 
 
U.S Patent Nos. 4790128, 4843806, 4951453, 5044147, 5389038, 5438818, 
6315659, 5419107, 5519989 & 5678397 
Also counterpart patents in other countries. 
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1.2 
 
IMPROVEMENTS AND CHANGES 
 
Shelbourne Reynolds Engineering are continually improving their products to meet the 
farmers needs and therefore reserve the right to make improvements and changes 
when practical to do so, without incurring any obligation to make changes and additions 
to equipment which has been sold previously. 
 
1.3 
 
SERVICE PARTS 
 
Use guaranteed and genuine Shelbourne Reynolds Engineering service parts on 
Shelbourne Reynolds machinery to ensure maximum life and best performance.  These 
are available through your Shelbourne Reynolds Engineering dealer. 
 
When ordering service parts always quote the model, serial number and machine 
number. 
 
 
1.4 
 
MACHINE IDENTIFICATION 
 
The serial and machine numbers of the Shelbourne Header are located on the top right 
hand corner of the machine. Later machines have a silver self adhesive sticker (below 
left), earlier machines have a rigid aluminum riveted plate (below right) 
. 

 
The machine number of the adapter plate is located on the top right hand corner of the 
adapter plate 
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1.5 
 
SHELBOURNE REYNOLDS ENGINEERING LTD - 
WARRANTY TERMS AND CONDITIONS TO THE PURCHASER 
 
GENERAL 
1. The warranties described below are provided by Shelbourne Reynolds Engineering 
Ltd. (ñShelbourneò) to the original purchasers of new equipment from Shelbourne or 
authorised Shelbourne dealers. Under these warranties, Shelbourne will repair or 
replace, at its option, any covered part which is found to be defective in material or 
workmanship during the applicable warranty term. Warranty service must be 
performed by a dealer or service center authorised by Shelbourne to sell and/or 
service the type of product involved, which will use only new or remanufactured parts 
or components furnished by Shelbourne. 

 
2. This warranty will become available to you when you have paid for the equipment and 

returned, duly completed, the delivery and warranty registration forms. It will expire on 
the 1 year anniversary of the initial pdi/installation date from the dealer. After that date 
Shelbourne will have no further liability under this warranty to you except in respect of 
claims already notified.   

 
3. These warranties are transferable, provided the machine is re-registered with 
Shelbourne and delivered, serviced and inspected in accordance with Shelbourneôs 
recommendations for a new machine. 

 
4. Shelbourne may at their discretion ask for the return of warranty parts for inspection. 

Warranty will only be available if the machine has been serviced in accordance with 
Shelbourne Reynolds maintenance schedules 

 
USE AND MAINTENANCE 
5. To maintain the benefit of the warranty throughout the twelve month period you must 

have the machine serviced in accordance with our recommendations and use the 
machine properly.  If on inspection the machine appears to have been either 
misused, overloaded, improperly operated, neglected, not properly maintained, 
altered or repaired without our consent this will invalidate the warranty.   We shall 
have no further liability under it to you at all.  (If you require any guidance as to use 
you should contact the dealer.) 

 
6. Our liability under this warranty is dependent upon your making the equipment and 

facilities available, for inspection and testing. 
 
7. In this warranty the expression, "defective product" means any part of the equipment 

you have purchased which shows evidence of a defect in the materials, design (due 
regard being given for the state of the art at the time we designed it)  or Shelbourne 
Reynolds' workmanship.  Wearing parts, such as belting, are excluded.  Parts not 
manufactured by Shelbourne Reynolds, for example tyres and alternators, are also 
excluded. 

 
OUR OBLIGATIONS 
8. If you discover a defective product you should contact the dealer from whom your 

machine was purchased.  The dealer will notify us of your claim.  Our obligation will 
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then be to either replace, or if we consider it appropriate, repair the defective 
product.  Alternatively, we may arrange for our dealer to carry out this work.  

 
9.  YOU MUST NOTIFY THE DEALER OF THE DEFECT WITHIN SEVEN DAYS OF 

THE DAY ON WHICH IT IS DISCOVERED AND YOU MUST NOT USE THE 
EQUIPMENT AFTER DISCOVERY. FAILURE TO OBSERVE EITHER OF THESE 
OBLIGATIONS WILL INVALIDATE THE WARRANTY AS IS APPLIED TO THAT 
DEFECT. Any defective products replaced must be returned to SRE for inspection. 

 
NO ADMISSION 
10. On occasions we may, to preserve goodwill, replace parts even though they are not 

in our opinion defective. Accordingly, our agreeing to repair or replace a part cannot 
in any circumstance be deemed an admission that it was defective. 

 
LIMITATIONS 
11. This warranty shall not apply to products made up in accordance with customer 

originated designs. 
 
12. No warranty, condition or other term implied by statute or common law as to the 

merchantability or fitness for a particular purpose, is intended or given by this 
warranty.  All such warranties which may apply between Shelbourne Reynolds and 
yourself are excluded to the fullest extent permitted by law. 

 
13. In any case, except in respect of death or personal injury caused by our negligence, 

we shall not be liable to you by reason of any representation or implied warranty, 
condition or other term, or any duty at, law or under the express terms of any 
contract, for the consequential loss or damage (whether for loss or profit or otherwise 
and including delay in harvesting, loss of crops, expense incurred for labour, 
additional or substitute material, rental whatsoever and whether caused by our 
negligence, the negligence or our employees or agents or otherwise) which arises 
out of or in connection with the use of the goods by you. 

 
14. Time of repair is not of the essence. 
 
15. No person or persons are authorised to alter, modify or enlarge this warranty on 

behalf of Shelbourne Reynolds. 
 
16.Shelbourne Reynolds shall not be liable for any failure to comply with any part of the 

warranty where such failure is due to circumstances beyond their reasonable control, 
including difficulty in obtaining materials or replacement parts. 

 
CALL OUT CHARGES 
17.Shelbourne Reynolds and all dealers reserve the right to make a reasonable charge 

for call outs made at your request which do not turn out to relate to defective 
products. 

 
YOUR STATUTORY RIGHTS ARE UNAFFECTED. 
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SECTION 2   S A F E T Y   P R O C E D U R E S 
 
 
2.1 
 
 ACCIDENT PREVENTION 
 
 
Accident programmes can only prevent accidents with the co-operation of the persons 
responsible for the operation of the equipment. 
 
For safety of yourself and others, operate equipment with care and do not take 
unnecessary risks which could cause an accident. 
 
The combine manufacturer operators manual safety precautions should be adhered to 
along with the following additional safety precautions listed when using a Shelbourne 
Header 
 
  CAUTION 
 
In addition to the following list, this symbol will appear throughout this manual whenever 
your safety is involved. 
 
DANGER SYMBOLS 
 

  (1)           (2) 
 
 
 
 
 
 
 

 
 
 
 
 
1) Stop the engine and remove the key from the combine before carrying out any work 
 on the machine. 
 
2) Carefully read the operators manual before handling the machine. 
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 (1)           (2) 
 
 
 
 
 
 
 

 
 
1) When the PTO drive shaft is connected it must be supported on the correct support. 

It must never be hung on the chain. 
 
2) All PTO guards must be securely in place before the engine is started. Do not 

remove any guards whilst the engine is running. Severe injury may result from 
moving and rotating parts. 

  (1)           (2) 
         
 
                                   
 
                                                  
 
 
 
 
 
 

 
 
 
 
 
1) Beware of rotating auger and stripping rotor. Severe injury may occur from falling 

into the rotor or auger. 
 
2) All guards must be secured before engine is started. Do not remove any guard while 

engine is running. Severe injury may result from moving or rotating parts. 
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(1)        (3) 
 
 
 
 
 
        (2) 
 
 
 
 
 
 
 
 
 
 
 
 
 

1) Do not stand in front of the header. Stand clear of the header. Disengage the drive, 
shut off the engine and remove the key before servicing or unplugging the header. 

 
2) When the top cowl deflector is raised always secure the lifting cylinder with the 

locking device, which is stored behind the hand pump, secure locking device with the 
D pin. From Serial No.100149 the cylinder locking device is located on the lifting 
cylinder and must be lowered into position and secured with the R clip provided. 

 
3) On machines which have adjustable gearbox do not reach into the crushing/pinching 

danger area as parts may move 
 
GENERAL SAFETY 
 
Please read all safety instructions contained in this operating manual with the utmost 
care and also observe all warning signs attached to the Stripper header. These warning 
signs must be kept in a legible condition and must be replaced if missing or damaged. 
This is especially the case when whole sections are replaced when making repairs. 
Warning signs are available from your dealer or importer. 
 
Follow these instructions to prevent accidents. These instructions must also be made 
available to all other users. You are advised to refrain from any working methods which 
may be hazardous. 
 
PROPER USE 
 
Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header is based on state-of-the-art 
technology and are manufactured in accordance with recognised safety requirements. 
Nevertheless the use of the header does not preclude the risk of injury to the user or 
third parties and / or the risk of damage to the header itself or to other materials or items 
of equipment. 
 
Always make sure that the Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header is in 
a technically perfect condition and that it is used properly and for it's intended purpose 
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and entirely in accordance with the instructions given in this manual. Any malfunctions 
or defects which might affect the safe operation or the header must be immediately 
eliminated. 
 
The Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header must be used, maintained 
and repaired only by persons who are familiar with its working and have been made fully 
conversant with the risks involved. 
 
OEM replacement parts and accessories from Shelbourne Reynolds have been 
specially designed for use with the Shelbourne Reynolds Cvs/Rvs/Rsd Stripper 
Header.  Accessories not supplied by Shelbourne Reynolds have not been tested and 
approved by us. The installation and/or the use of non-Shelbourne Reynolds products 
may under certain circumstances have a negative influence on the given design 
features of your header and may therefore adversely affect it's safe and reliable 
operation and your safety. Shelbourne Reynolds cannot therefore be held liable for 
damage or injury caused by the use of non-OEM replacement parts or accessories. 
 
The Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header is intended for use on 
typical farms and to be employed in harvesting cereal and rice crops. Any uses other 
than those for which the header is intended, such as transportation, will automatically 
exempt Shelbourne Reynolds or the supplier from it's/his liability in respect of ensuing 
damage. Such cases of improper use will therefore be entirely at the user's own risk. 
 
All relevant accident prevention regulations, as well as other generally acknowledged 
health and safety regulations and road traffic regulations must be strictly observed. 
 
Improper use also comprises failure to observe the instructions given in this operating 
manual and the manufacturer's maintenance and servicing requirements. 
 
OPERATIONAL SAFETY 
 
The Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header must not be put into 
operation until the user has been given proper initial instructions either by the dealer or 
by one of Shelbourne Reynolds' representatives or employees. 
 
The Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header may be used only if all 
safety devices, e.g. detachable guards, are fitted and in proper working order. 
 
Nuts and bolts should be checked at regular intervals and tightened if necessary. 
 
In the event of a malfunction, immediately cease operation and secure the Shelbourne 
Reynolds Cvs/Rvs/Rsd Stripper Header in its stationary position. Malfunctions must 
be eliminated immediately. 
 
No liability for consequential damage 
 
Even though your Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header has been 
manufactured with the utmost care and you are using it properly, fluctuations in 
performance may still occur. 
 
It is the duty of the operator / user to ensure that foreign objects, e.g. stones, metal 
objects etc. are not allowed to enter the header. Failure to observe this may result in 
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damage to the header and / or injury to the operator / user and / or damage to the 
combine. 
 
Any claims for damages not directly incurred by the Shelbourne Reynolds 
Cvs/Rvs/Rsd Stripper Header cannot be accepted. By the same token, Shelbourne 
Reynolds cannot be held liable for any consequential damage resulting from incorrect 
use of the header. 
 
 

ROAD SAFETY 
 

Road traffic regulations must be observed when taking the Shelbourne Reynolds 
Cvs/Rvs/Rsd Stripper Header on roads, paths and other public places. The header 
must be in a road-worthy condition. 
Observe the maximum permissible width for road transport and fit all necessary warning 
signs and guards. 
Fully secure guards and covers so that they cannot cause injury or damage to other 
users of the public place.  
Use only the approved Shelbourne Reynolds trailer for transporting the Shelbourne 
Reynolds Cvs/Rvs/Rsd Stripper Header and attach it securely to the tow hitch on the 
towing vehicle. 
 

Ensure that all braking systems and lighting systems on the combine or towing vehicle 
(if using a trailer) are in full working order and that they can be fully and correctly 
operated. 
 

Disconnect all hydraulic connections and / or the PTO drive shaft from the header so 
that it cannot be inadvertently operated if transported on combine. 
 

No person other than the operator may be allowed to ride on the combine. 
 
When coupling the Shelbourne Reynolds Cvs/Rvs/Rsd Stripper Header to the 
combine. 
 
The coupling and uncoupling of the header is the same as for the combineôs cutterbar. 
Follow the procedure outlined in the manufacturerôs operatorôs book also. 
 
When using the PTO shaft 
 
Use only the universal joint shaft, which is supplied with the Shelbourne Reynolds 
Cvs/Rvs/Rsd Stripper Header and is intended for use with it. Ensure that it is fitted with 
the prescribed protective equipment (protective tube and funnel-shaped PTO shaft 
guard must be fitted). Make sure that the combine engine and the PTO shaft are 
switched off before proceeding to fit the universal joint shaft. 
 
Do not modify the length of the supplied PTO shaft, guard cones and tubes. 
Ensure the guards are secured in such a way that they cannot rotate with the shaft. 
 
Be absolutely sure that there is nobody standing in dangerous proximity to the header or 
combine when you switch on the PTO shaft. 
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2.2 BEFORE STARTING THE MACHINE 
 
1. Read the manual thoroughly. 
2. Check that all guards are properly secured. 
3. Ensure that no person is working on or inside the machine. 

Check that all observers are clear of the machine. Warn bystanders by sounding 
the horn several times. 
 

2.3 THE MACHINE IN THE FIELD 
 
5. Do not permit anyone other than the operator to ride on the combine. 
6. Always stop the engine and apply handbrake before removing or opening any 

guards or clearing a blockage. 
7. Do not go under the header unless it is securely blocked or the header safety 

latch is lowered onto the lifting cylinder 
8. NEVER go in front of the machine whilst the header is running. 
9. Always replace all guards after making any adjustments or lubricating the 

machine.  Replace or repair any damaged or missing guards immediately. 
10. Do not work around the machine in loose clothing that might get caught in moving 

parts. 
11. Keep hands away from moving parts. 
12. Keep children away from and off the machine at all times. 
 
2.4 LEAVING THE MACHINE 
 
13. Park the machine on reasonably level ground. 
14. Apply the parking brake. 
15. Lower the header to the ground. 
16. Stop the engine and remove ignition key. 
 
2.5 SERVICING THE STRIPPER HEADER 
 
17. Ensure that the header is on the ground or if in the raised position, that it is 

securely blocked or the header safety latch is lowered onto the lifting cylinder. 
18. Stop engine and apply handbrake before performing any adjustments or 

lubrication and before opening or removing any guard. 
19. When raising the top cowl deflector cover, turn the tap on the hand pump fully 

clockwise. Pump the handle and fully raise the cover. Secure the lifting cylinder 
with the locking device, which is stored behind the hand pump, secure the locking 
device with the D pin. From Serial No.100149 the cylinder the locking device is 
located on the lifting cylinder and must be lowered into position and secured with 
the R clip provided.  

20. Always re-install all safety guards on completion of servicing. 
 
2.6 HEADER ATTACHMENT AND DETACHMENT 
 
21. Follow the procedure described in the combine operators manual for header 

attachment and detachment. 
 
22. Ensure that the nose is in its lowest position prior to the detachment of the 

header hydraulics. 
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SECTION 3     S P E C I F I C A T I O N  &  D E S C R I P T I O N 
 
 
RIGHT AND LEFT HAND OF THE MACHINE AS TERMED IN THE MANUAL IS AS 
VIEWED WHEN IN THE DRIVERS SEAT. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Cvs/Rvs/Rsd SHELBOURNE HEADERS 
 
Multi-plate   - Mounts on combine standard mounting points. 

- Interchangeable adapter plates and drive kits for mounting the 
Shelbourne Header to other popular combine types. 

 
Auger   - Speed fixed, Nom 190 rpm, diameter 610mm (24") over flights 

- Outside retractable fingers, and removable flight extensions suit 
various combines. 
- Auger and drive protected by a slip clutch. 

 
Stripping rotor - Octagonal construction with 8 rows of seed saver elements with 

plastic support elements.  
- All Cvs/Rvs/Rsd headers have a flexible division support plate.  
- Division plate and rotor ends are fitted with a patented anti wrap 
system. 

 
Rotor speed   - Infinitely variable between approximately 400 and 800 rpm, 

actuated electrically from the combine cab. 
 
Rotor drive line - Drive shaft fitted with a 1600Nm shearbolt type torque clutch. 
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Rotor and auger - Electronic performance monitor and alarm, with semi-automatic 
speed monitor alarm set feature. 
 
Top cowl deflector  - Access cover with gas strutt assistors or hydraulic lifting cylinder  
Cover   operated by a hand pump. 
 
Adjustable crop  - Operated by combine hydraulics  (reel lift). 
Deflector  - Visual colour coded position indicator. 
 
Dividers  - Fixed marker rod type divider. 
 
Adjustable skids - Adjustable throughout range. 
    -.Optional roller system available for wider headers. 
 
Centre Protection - Available for all Cvs/Rvs/Rsd 18-28ô models. 
pans 
 
Front stands - Detachable front feet for use only when the header is removed 

onto the ground. 
 
Side guards  - L.H. guard removable or hinged for ease of access 
 
Header Off Set - Cvs/Rvs/Rsd 24-32ô models are off set to the RH side to improve 

the balance of the header, the off set is as follows: 
 
    Cvs/Rvs/Rsd 24 = 200mm (7 7/8ò) 
    Cvs/Rvs/Rsd 28 = 300mm (11 3/16ò) 
    Cvs/Rvs/Rsd 32 = 400mm (15 3/4ò).
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RANGE OF SIZES 
 
Sizes are as follows:- 
 

 A B C D WEIGHT 
(approx.) 

Rsd12 1152mm 
3ô9ò 

2260mm 
7ô5ò 

3600mm 
11ô10ò 

4036mm 
13ô3ò 

975 kg 
2150lbs 

Rvs14 
Rsd14 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

4200mm 
13ô9ò 

4636mm 
15ô3ò 

1183 kg 
2608lbs 

Rvs16 
Rsd16 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

4800mm 
15ô9ò 

5236mm 
17ô2ò 

1355 kg 
2981lbs 

Cvs18 
Rvs18 
Rsd18 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

5400mm 
17ô9ò 

5836mm 
19ô2ò 

1540 kg 
3394lbs 

Cvs20 
Rvs20 
Rsd20 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

6000mm 
19ô8ò 

6436mm 
21ô2ò 

1712kg 
3773lbs 

Cvs22 
Rvs22 
Rsd 22 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

6600mm 
21ô8ò 

7036mm 
23ô1ò 

1883kg 
4150lbs 

Cvs24 
Rvs24 
Rsd24 

1152mm 
3ô9ò 

2260mm 
7ô5òò 

7200mm 
23ô7ò 

7636mm 
25ô1ò 

2200kg 
4851lbs 

Cvs28 
Rvs28 
Rsd28 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

8400mm 
27ô7ò 

8836mm 
29ô 

2630kg 
5800lbs 

Cvs32 
Rvs32 
Rsd32 

1152mm 
3ô9ò 

2260mm 
7ô5ò 

9600mm 
31ô6ò 

10036mm 
32ô11ò 

2850kg 
6284lbs 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For complete details of the correct sizes and fitting for the combine on which the 
Shelbourne Header is intended to be used, please contact your local SHELBOURNE 
REYNOLDS Dealer or the factory direct. 
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SECTION 4   T R A N S P O R T A T I O N 
 
 To prevent damage to the Shelbourne Header, the machine should be moved 

either by: 
 
- Attaching to combine 
- By slings through the lifting lugs provided for overhead lifting. 
- On a trailer which gives suitable support in the correct positions of the header and 
provides adequate stability. 
 
  DO NOT 
 
- Attempt to lift under the header with a forklift, unless the header is fitted with forklift 
shoes i.e. Cvs/Rvs/Rsd 18-32 models, or on an adequately supportive pallet. 
- Remove header onto floor without placing the foot stands under the front corners of       
the machine. 

- Never support machines weight on the front beam or front of the skids under the            
header. 
 
  A & B-support on either side. 
         C-support on either corners, centre or along. beam 
         D-support in centre on centre division plate. 
         E-support in centre on skid in line with division plate. 
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SECTION 5   P R E P A R A T I O N   A N D  A D J U S T M E N T S   F O R   U S E 
 
 
  Read this section carefully before use. 
 
If in any doubt of adjusting the following, consult your dealer. 
 
When using the Shelbourne Header, the following features are required on your 
combine.  (Some of these features may already be fitted as standard to your combine.) 
 
 
5.1 
 
1. HEADER DRIVE 
 Due  to  the  extra  power required  to drive the Shelbourne Header compared to the 

conventional cutterbar, some makes and model of combine require a maize header 
drive kit which will increase the power available to drive the Shelbourne Header. 

 
 Shelbourne Reynolds dealers should be consulted to select the correct drive for your 

machine. 
 
2. Combine grain loss monitors, mainly on the sieves. 
 
3. De-awner or concave blanking plates. 
 
4. Lights on top corners of cab for night work. The lights which are mounted at the 

bottom of the cab are designed to throw the light through the cutterbar reel, but as 
the Shelbourne Header has a solid cowl, the light cannot shine through it. The 
operator will require light at the front of the nose where the crop enters the header. 

 
5. A straw chopper will be useful for dealing with straw intake in laid and lodged crops. 
 
 
 
The following adjustments need to be checked and carried out:- 
 
5.2 
 
 
CONCAVE SETTING - conventional cylinders 
As there is less straw intake in most crop conditions, it is necessary to adjust the 
concave to give a minimum clearance of 3-4mm on the first 5 bars. 
 
This is achieved by putting the concave lever(s) into the top hole to give minimum 
clearance between the drum and concave. 
 
Refer to the combine manufacturers operators manual to reduce this clearance, which is 
usually adjusted by threaded studs on each side of the combine supporting the concave.  
The clearance is normally measured by removing side covers at the end of  
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the drum on each side of the machine, and using a piece of flat metal to the depth of 3- 
4mm to check the clearance between the concave bar and drum bars. 
 
  CAUTION 
 
After adjusting but before running, check that the concave cannot hit the drum when the 
concave hand adjusting lever is released from the top notch and pulled up as far as it 
will go, i.e.. until it hits the stop. 
 
If when this is carried out the concave touches the drum rasp bars, it is necessary to 
adjust the stop on the concave, adjusting lever to prevent it from going up so high.  The 
stop is often a bolt in the top of the lever ratchet plate. 
 
Cleaning shoe sieves (screens) need to be opened further than usual, the best result is 
usually achieved by fully opening the top screen and then cleaning on the lower screen. 
 
Higher cleaning fan speeds are also used. 
 
- Axial flow cylinders: 
 See section 5.9 
 
5.3 
 
HEADER LOWERING SPEED 
 
 
Beware until set 
 
The Shelbourne Header is heavier than most types of conventional cutterbar header, 
therefore, when on the combine, it may drop at a very fast speed until adjusted. 
 
This is usually adjusted on the hydraulic feeder housing direction control valve which 
may be mounted under the cab floor, or on the side of the machine.  When set correctly, 
the header will gently lower to the ground without banging on the skids.  Header 
damage can be caused if the drop is to fast.  
 
 Refer to the combine manufacturerôs operator manual for adjustment of the 

header lowering speed. 
 
5.4 
 
COMBINE FRONT ELEVATOR DUST COVERS 
Most of the Shelbourne Header adapter plates for various combine models with the 
exception of New Holland and John Deere, have an elevator dust cover built into the  
header adapter plate itself.  For this reason it is necessary to remove the dust cover 
from the combine elevator if fitted.  If this cover is not removed, uneven feeding and 
blockage may occur. 
It is not usually necessary to remove the cover on New Holland, Case IH, or John Deere 
combines, but often feeding will be improved if the centre section of the cover is 
removed, leaving the outer side deflectors of the cover in place. 
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5.5 
 
LEVELLING THE HEADER 
The header should be parallel with the front axle of the combine, if it is not, then it 
should be adjusted according to the combine operators manual, as adjustment method 
is the same as that for the conventional cutterbar. 
 
Note- 

If levelling a USA built John Deere, it is necessary to remove the existing spacer 
plates from under the pick-up lugs, and put the Shelbourne Reynolds spacer 
plates (KIT-00804) under the LH side lug if required. One plate may be required 
for Cvs/Rvs/Rsd18,20,22,24 width models, and two plates for Cvs/Rvs/Rsd28 
&32 width models. Put the radii corners of the plates to the outside corner of the 
feeder. It may be that no plates are required as the header is offset and therefore 
balanced. Post 2004 adaptor plates can use the standard JD levelling plates 

 
5.6 
 
IMPORTANT - TILT ADJUSTMENT AND ROTOR CLEARANCE HEIGHT OF THE 
SHELBOURNE HEADER  
The angle of the Shelbourne Header is adjustable.  There are two fixing bolts between 
the adapter plate and header (A) Fig.1, located at the rear of the adapter plate (or within 
the adapter plate top beam). These fixing bolts are adjustable and will therefore change 
the angle of the Shelbourne Header, and hence the auger to feed elevator clearance, 
and rotor height from the ground. 
 

 
 
Once having set the angle of your header. It is important that all nuts are locked up tight, 
but should be checked at least yearly. Ideally at the beginning of each season 

FIG 1 


